UNIQUE (7

OUTSTANDING

Features of

SAI FAPFC PANELS

» Optimum Power Quality.
* Each stage independently monitored, protected and activated.
« Automatic BF. Improvement by microprocessor based controller.

+ Smooth surgeless capacitor switching allowing unlimited
switching operations.

* Reduction in Inrush current.

« Reduction In KW/KVA demand & KWH Consumption & related
charges.

* Power factor, Voltage, Current Display.

* Incorporates industry opproved standard components.
* Integrated modular system (expandable).

s Interlock facility for Capacitor Bank Module.

* Incorporates Heavy duty low loss M.PR/All PP/M.D./Gas Filled
Capacitors.

* Broad Band Harmonic filtering.

= Virtually maintenance free.

 Display of all Electrical Parameters like Voltage, Frequency,
Current, Power Factor, Phase Angle, Active Power, Reactive
Power, Apparent Power, etc. of all three phases.

« RS 232 C serial interface facility provided to read out various
instantaneous electrical parameters..

* Balanced-capacity release in KVA and more cost effective than
any other device in the market.

« User defined computer regulator with FCP (Fast Computerised
Program System)

* Indication/Alarm for faulty stages.

« For facilities with high harmonic contents, the panels are
incorporated with reactor filters, to offset the resonance effect
thereby reducing the high inrush currents and increasing the life

of capacitor. e

Why
only SAIF ?

Commercial and industria consumers in many parts of the
country can virtually eliminate ufility penalty charges for low
power factor by installing the SAIF APFC panels. In addition to
saving on your powerbill, you will stabilize line voltage, reduce
internal line losses and heat build up, and increase the
available capacity of incoming supply lines and transtormers.
The SAIF APFC panels senses the changes in load and
automatically brings on just the right amount of correction to
raise your powerfactor above your utility’s penalty threshold.
SAIF APFC panels surpasses all other powerfactor solutions. In
terms of performance, reliability, ease of Installation and cost.
effectiveness.

UNSURPASSED PERFORMANCE

SAIF system continually senses load conditions on each of the
three phases and automatically brings online the proper
amount of capacitance to raise the power factor on each
phase. The target range is 0.94 and 0.99 for an overall design
target of atleast 0.95.

USER BENEFITS

Better efficiency of operation for motors and other equipments,
Load current reduction, cool operation.....

FAST EASY INSTALLATION

Highly compact and modulor arrangement enables easy
installation.

FAST PAYBACK

Fast recovery of initial investment by reduction in electricity
charges.

»

PRODUCT WARRANTY

The system carry manufacturer’s one year repair / replacement
warranty.
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